
Astralux 1000
vertical blind system

SHAPED BLIND OPTIONS

Slimline Vogue® Components

Slimline Vogue® Headrail
Product specification
100% aluminium
Dimensions: 38.5mm (11/2”) x 28mm 
(11/8”)
Lengths: 5m (5.5 yard) maximum
Colour: white, brown, silver, gold or black

Tilt Rod
Product specification
Aluminium

Headrail Section

Slimline Vogue® End Caps
Product specification
Nylon
Dimensions: 38.5mm (19/16”) x 27.34mm 
(11/8”)
Colour: white, brown, grey or black

End Cap Sets

Available in nickel plated brass, stainless 
steel or plastic. The pitch of the operating 
chain is designed to provide a smooth and 
silent operation. Available in a variety of 
colours, each chain system has a variety 
of connector units to allow for child safe 
operation where required.

Product specification
Acetal ball - colour: white, brown or black
Zinc plated - colour: silver, gold or black
Stainless steel
Easy break chain connector for child safety

Chain

Spade Hook, self-aligning, 
89mm or 127mm 
For use with stainless steel spacer links 

Spade Hook, fixed gear, 89mm or 127mm
For use with stainless steel spacer links

Product specification
Truck Body: nylon, link: stainless steel
Dimensions: 24mm x 32mm x 12mm
Colour: white, brown, grey or black

Carrier Trucks

Product specification
Plastic
Sizes: 50mm, 63mm, 89mm, 127mm
Colour: white, black or beige

Stabilising Chain with C Clip

Bracket Options

51

20 75 (93)
Face fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

32

45 75 (93) Shallow frame face fix brackets,
89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black.

Dimensions: 45mm (1½”) x 32mm (1¼”) x 
75mm (3”) for 89mm (3½”) louvres
45mm (1½”) x 32mm (1¼”) x 93mm (3½”) 
for 127mm (5”) louvres

25 42
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Top fix brackets, spring
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black

Dimensions: 25mm (1”) x 10mm (3/8”) x 
42mm (15/8”)

20 135 - 185

51
(170 - 225)

Adjustable face fix brackets,
135mm -  185mm or 170mm - 225mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 51mm 
(2”) x 135 - 185mm (5¼” x 7¼”),]
long arm 20mm (¾”) x 51mm (2”) x 170 - 
225mm (6¾” x 86/8”)

20

130

Extension Top fix brackets
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 130mm 
(51/8”) long arm 20mm (¾”) x 165mm (6½”)

20

55

90 (110)
Pelmet brackets, 89mm or 127mm
Product specification
Colour: silver

Dimensions: 55mm (21/8”) x 20mm (¾”) x 
90mm 3 ½”) for 89mm (3½”) louvres. 
55mm (21/8”) x 20mm (¾”) x 110mm (42/8”) 
for 127mm (5”) louvres

20

51

75 (89) Side fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 20mm (¾”) x51mm (2”) x 75mm 
(3”) for 89mm (3½”) louvres. 
20mm (¾”) x 51mm (2”) x 89mm (3½”) for 
127mm (5”) louvres
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Top fix brackets, screw
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 25mm (1”) x 10mm (3/8”) x 
32mm (1¼”)

Ballast Weights, Moulded, Compact
89mm, 127mm
Product specification
Colour:  white, beige or black

Ballast Weights, Moulded, Plain
89mm, 127mm
Product specification
Colour:  white

Ballast Weights, Moulded, Standard
89mm, 127mm
Product specification
Colour:  white or beige

Louvre Ballast Weights

2 Brackets required for blinds up to 1 metre width,
1 further bracket required for every additional metre.

Dimensions: 20mm (¾”) x 51mm (2”) x 
75mm (3”) for 89mm (3½”) louvres 
20mm (¾”) x 51mm (2”) x 93mm ( 3½”) for 
127mm (5”) louvres

Shaped Blind Options

Bunching Options and Stacking Distances

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

Angled Bottom

Stepped Bottom Edge

One Way Bunch

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

Curved Bottom

Louvre Inserts

Cord Weights

Available in Standard 80g, Teardrop 76g

Product specification
Colour: white or light grey

Cord Tidy

Double Cord & Chain Tidy

Product specification
Colour: white, brown or black

Single Slotted Hole, Plastic
50mm, 63mm, 89mm, 127mm: White
89mm, 127mm: Black

Double Slotted Hole, Plastic
89mm, 127mm

Product specification
Colour:  white

Slimline Vogue® Monocommand® wand

Alternative wand control - 
Child Safety Product
Product specification
Colour: white, grey, brown or black

Slimline Vogue® Monocommand®

Available in lengths: 
800mm, 1200mm or up to 2000mm

Product specification
Painted Aluminium
Colour: white, black, grey and brown.

Split Bunch

Centre Bunch

Bunching 89mm (31/2”) Louvres

Split

One way

Centre

127mm (5”) Louvres

225mm (8¾”) for 1st 
metre (3’3”) width of 
blind for each additional 
metre
225mm (8 ¾”) for 1st 
metre (3‘3”) width of 
blind. 175mm (7”) for 
each additional metre

165mm (6½”) for 1st 
metre (3‘3”) width of 
blind. 165mm (6½”) for 
each additional metre

190mm (7½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

135mm (5½”) for 1st 
metre (3‘3”) width of 
blind. 55mm (2¼”) for 
each additional metre

115mm (4½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

Stabilising Chain
with C Clip

Fabric 
Louvre 

Cord Weights

Headrail Section

Carrier Truck

End Caps

Chain

Cord/Chain 
Tidy

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight

Stabilising Chain
with C Clip

Fabric 
Louvre 

Channel Section

Carrier Truck

End Caps

Operating Wand

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight
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With Monocommand Wand Operation 

With Cord & Chain Operation

Slimline Vogue® Vertical Blind System
Exploded diagram:
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Headrail profile:

Slimline Vogue® Components

Slimline Vogue® Headrail
Product specification
100% aluminium
Dimensions: 38.5mm (11/2”) x 28mm 
(11/8”)
Lengths: 5m (5.5 yard) maximum
Colour: white, brown, silver, gold or black

Tilt Rod
Product specification
Aluminium

Headrail Section

Slimline Vogue® End Caps
Product specification
Nylon
Dimensions: 38.5mm (19/16”) x 27.34mm 
(11/8”)
Colour: white, brown, grey or black

End Cap Sets

Available in nickel plated brass, stainless 
steel or plastic. The pitch of the operating 
chain is designed to provide a smooth and 
silent operation. Available in a variety of 
colours, each chain system has a variety 
of connector units to allow for child safe 
operation where required.

Product specification
Acetal ball - colour: white, brown or black
Zinc plated - colour: silver, gold or black
Stainless steel
Easy break chain connector for child safety

Chain

Spade Hook, self-aligning, 
89mm or 127mm 
For use with stainless steel spacer links 

Spade Hook, fixed gear, 89mm or 127mm
For use with stainless steel spacer links

Product specification
Truck Body: nylon, link: stainless steel
Dimensions: 24mm x 32mm x 12mm
Colour: white, brown, grey or black

Carrier Trucks

Product specification
Plastic
Sizes: 50mm, 63mm, 89mm, 127mm
Colour: white, black or beige

Stabilising Chain with C Clip

Bracket Options

51

20 75 (93)
Face fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

32

45 75 (93) Shallow frame face fix brackets,
89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black.

Dimensions: 45mm (1½”) x 32mm (1¼”) x 
75mm (3”) for 89mm (3½”) louvres
45mm (1½”) x 32mm (1¼”) x 93mm (3½”) 
for 127mm (5”) louvres

25 42
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Top fix brackets, spring
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black

Dimensions: 25mm (1”) x 10mm (3/8”) x 
42mm (15/8”)

20 135 - 185

51
(170 - 225)

Adjustable face fix brackets,
135mm -  185mm or 170mm - 225mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 51mm 
(2”) x 135 - 185mm (5¼” x 7¼”),]
long arm 20mm (¾”) x 51mm (2”) x 170 - 
225mm (6¾” x 86/8”)

20

130

Extension Top fix brackets
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 130mm 
(51/8”) long arm 20mm (¾”) x 165mm (6½”)

20

55

90 (110)
Pelmet brackets, 89mm or 127mm
Product specification
Colour: silver

Dimensions: 55mm (21/8”) x 20mm (¾”) x 
90mm 3 ½”) for 89mm (3½”) louvres. 
55mm (21/8”) x 20mm (¾”) x 110mm (42/8”) 
for 127mm (5”) louvres

20

51

75 (89) Side fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 20mm (¾”) x51mm (2”) x 75mm 
(3”) for 89mm (3½”) louvres. 
20mm (¾”) x 51mm (2”) x 89mm (3½”) for 
127mm (5”) louvres

25 32
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Top fix brackets, screw
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 25mm (1”) x 10mm (3/8”) x 
32mm (1¼”)

Ballast Weights, Moulded, Compact
89mm, 127mm
Product specification
Colour:  white, beige or black

Ballast Weights, Moulded, Plain
89mm, 127mm
Product specification
Colour:  white

Ballast Weights, Moulded, Standard
89mm, 127mm
Product specification
Colour:  white or beige

Louvre Ballast Weights

2 Brackets required for blinds up to 1 metre width,
1 further bracket required for every additional metre.

Dimensions: 20mm (¾”) x 51mm (2”) x 
75mm (3”) for 89mm (3½”) louvres 
20mm (¾”) x 51mm (2”) x 93mm ( 3½”) for 
127mm (5”) louvres

Shaped Blind Options

Bunching Options and Stacking Distances

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

Angled Top

Shaped

One Way Bunch

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

Curved Bottom

Louvre Inserts

Cord Weights

Available in Standard 80g, Teardrop 76g

Product specification
Colour: white or light grey

Cord Tidy

Double Cord & Chain Tidy

Product specification
Colour: white, brown or black

Single Slotted Hole, Plastic
50mm, 63mm, 89mm, 127mm: White
89mm, 127mm: Black

Double Slotted Hole, Plastic
89mm, 127mm

Product specification
Colour:  white

Slimline Vogue® Monocommand® wand

Alternative wand control - 
Child Safety Product
Product specification
Colour: white, grey, brown or black

Slimline Vogue® Monocommand®

Available in lengths: 
800mm, 1200mm or up to 2000mm

Product specification
Painted Aluminium
Colour: white, black, grey and brown.

Split Bunch

Centre Bunch

Bunching 89mm (31/2”) Louvres

Split

One way

Centre

127mm (5”) Louvres

225mm (8¾”) for 1st 
metre (3’3”) width of 
blind for each additional 
metre
225mm (8 ¾”) for 1st 
metre (3‘3”) width of 
blind. 175mm (7”) for 
each additional metre

165mm (6½”) for 1st 
metre (3‘3”) width of 
blind. 165mm (6½”) for 
each additional metre

190mm (7½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

135mm (5½”) for 1st 
metre (3‘3”) width of 
blind. 55mm (2¼”) for 
each additional metre

115mm (4½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

Stabilising Chain
with C Clip

Fabric 
Louvre 

Cord Weights

Headrail Section

Carrier Truck

End Caps

Chain

Cord/Chain 
Tidy

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight

Stabilising Chain
with C Clip

Fabric 
Louvre 

Channel Section

Carrier Truck

End Caps

Operating Wand

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight
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With Monocommand Wand Operation 

With Cord & Chain Operation

Slimline Vogue® Vertical Blind System
Exploded diagram:
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Headrail profile:

Slimline Vogue® Components

Slimline Vogue® Headrail
Product specification
100% aluminium
Dimensions: 38.5mm (11/2”) x 28mm 
(11/8”)
Lengths: 5m (5.5 yard) maximum
Colour: white, brown, silver, gold or black

Tilt Rod
Product specification
Aluminium

Headrail Section

Slimline Vogue® End Caps
Product specification
Nylon
Dimensions: 38.5mm (19/16”) x 27.34mm 
(11/8”)
Colour: white, brown, grey or black

End Cap Sets

Available in nickel plated brass, stainless 
steel or plastic. The pitch of the operating 
chain is designed to provide a smooth and 
silent operation. Available in a variety of 
colours, each chain system has a variety 
of connector units to allow for child safe 
operation where required.

Product specification
Acetal ball - colour: white, brown or black
Zinc plated - colour: silver, gold or black
Stainless steel
Easy break chain connector for child safety

Chain

Spade Hook, self-aligning, 
89mm or 127mm 
For use with stainless steel spacer links 

Spade Hook, fixed gear, 89mm or 127mm
For use with stainless steel spacer links

Product specification
Truck Body: nylon, link: stainless steel
Dimensions: 24mm x 32mm x 12mm
Colour: white, brown, grey or black

Carrier Trucks

Product specification
Plastic
Sizes: 50mm, 63mm, 89mm, 127mm
Colour: white, black or beige

Stabilising Chain with C Clip

Bracket Options

51

20 75 (93)
Face fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

32

45 75 (93) Shallow frame face fix brackets,
89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black.

Dimensions: 45mm (1½”) x 32mm (1¼”) x 
75mm (3”) for 89mm (3½”) louvres
45mm (1½”) x 32mm (1¼”) x 93mm (3½”) 
for 127mm (5”) louvres

25 42
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Top fix brackets, spring
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black

Dimensions: 25mm (1”) x 10mm (3/8”) x 
42mm (15/8”)

20 135 - 185

51
(170 - 225)

Adjustable face fix brackets,
135mm -  185mm or 170mm - 225mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 51mm 
(2”) x 135 - 185mm (5¼” x 7¼”),]
long arm 20mm (¾”) x 51mm (2”) x 170 - 
225mm (6¾” x 86/8”)

20

130

Extension Top fix brackets
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 130mm 
(51/8”) long arm 20mm (¾”) x 165mm (6½”)

20

55

90 (110)
Pelmet brackets, 89mm or 127mm
Product specification
Colour: silver

Dimensions: 55mm (21/8”) x 20mm (¾”) x 
90mm 3 ½”) for 89mm (3½”) louvres. 
55mm (21/8”) x 20mm (¾”) x 110mm (42/8”) 
for 127mm (5”) louvres

20

51

75 (89) Side fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 20mm (¾”) x51mm (2”) x 75mm 
(3”) for 89mm (3½”) louvres. 
20mm (¾”) x 51mm (2”) x 89mm (3½”) for 
127mm (5”) louvres

25 32
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Top fix brackets, screw
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 25mm (1”) x 10mm (3/8”) x 
32mm (1¼”)

Ballast Weights, Moulded, Compact
89mm, 127mm
Product specification
Colour:  white, beige or black

Ballast Weights, Moulded, Plain
89mm, 127mm
Product specification
Colour:  white

Ballast Weights, Moulded, Standard
89mm, 127mm
Product specification
Colour:  white or beige

Louvre Ballast Weights

2 Brackets required for blinds up to 1 metre width,
1 further bracket required for every additional metre.

Dimensions: 20mm (¾”) x 51mm (2”) x 
75mm (3”) for 89mm (3½”) louvres 
20mm (¾”) x 51mm (2”) x 93mm ( 3½”) for 
127mm (5”) louvres

Shaped Blind Options

Bunching Options and Stacking Distances

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

Angled Top Angled Bottom

Shaped Stepped Bottom Edge

One Way Bunch

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

Louvre Inserts

Cord Weights

Available in Standard 80g, Teardrop 76g

Product specification
Colour: white or light grey

Cord Tidy

Double Cord & Chain Tidy

Product specification
Colour: white, brown or black

Single Slotted Hole, Plastic
50mm, 63mm, 89mm, 127mm: White
89mm, 127mm: Black

Double Slotted Hole, Plastic
89mm, 127mm

Product specification
Colour:  white

Slimline Vogue® Monocommand® wand

Alternative wand control - 
Child Safety Product
Product specification
Colour: white, grey, brown or black

Slimline Vogue® Monocommand®

Available in lengths: 
800mm, 1200mm or up to 2000mm

Product specification
Painted Aluminium
Colour: white, black, grey and brown.

Split Bunch

Centre Bunch

Bunching 89mm (31/2”) Louvres

Split

One way

Centre

127mm (5”) Louvres

225mm (8¾”) for 1st 
metre (3’3”) width of 
blind for each additional 
metre
225mm (8 ¾”) for 1st 
metre (3‘3”) width of 
blind. 175mm (7”) for 
each additional metre

165mm (6½”) for 1st 
metre (3‘3”) width of 
blind. 165mm (6½”) for 
each additional metre

190mm (7½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

135mm (5½”) for 1st 
metre (3‘3”) width of 
blind. 55mm (2¼”) for 
each additional metre

115mm (4½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

Stabilising Chain
with C Clip

Fabric 
Louvre 

Cord Weights

Headrail Section

Carrier Truck

End Caps

Chain

Cord/Chain 
Tidy

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight

Stabilising Chain
with C Clip

Fabric 
Louvre 

Channel Section

Carrier Truck

End Caps

Operating Wand

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight
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With Monocommand Wand Operation 

With Cord & Chain Operation

Slimline Vogue® Vertical Blind System
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Headrail profile:

Slimline Vogue® Components

Slimline Vogue® Headrail
Product specification
100% aluminium
Dimensions: 38.5mm (11/2”) x 28mm 
(11/8”)
Lengths: 5m (5.5 yard) maximum
Colour: white, brown, silver, gold or black

Tilt Rod
Product specification
Aluminium

Headrail Section

Slimline Vogue® End Caps
Product specification
Nylon
Dimensions: 38.5mm (19/16”) x 27.34mm 
(11/8”)
Colour: white, brown, grey or black

End Cap Sets

Available in nickel plated brass, stainless 
steel or plastic. The pitch of the operating 
chain is designed to provide a smooth and 
silent operation. Available in a variety of 
colours, each chain system has a variety 
of connector units to allow for child safe 
operation where required.

Product specification
Acetal ball - colour: white, brown or black
Zinc plated - colour: silver, gold or black
Stainless steel
Easy break chain connector for child safety

Chain

Spade Hook, self-aligning, 
89mm or 127mm 
For use with stainless steel spacer links 

Spade Hook, fixed gear, 89mm or 127mm
For use with stainless steel spacer links

Product specification
Truck Body: nylon, link: stainless steel
Dimensions: 24mm x 32mm x 12mm
Colour: white, brown, grey or black

Carrier Trucks

Product specification
Plastic
Sizes: 50mm, 63mm, 89mm, 127mm
Colour: white, black or beige

Stabilising Chain with C Clip

Bracket Options

51

20 75 (93)
Face fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

32

45 75 (93) Shallow frame face fix brackets,
89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black.

Dimensions: 45mm (1½”) x 32mm (1¼”) x 
75mm (3”) for 89mm (3½”) louvres
45mm (1½”) x 32mm (1¼”) x 93mm (3½”) 
for 127mm (5”) louvres

25 42
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Top fix brackets, spring
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black

Dimensions: 25mm (1”) x 10mm (3/8”) x 
42mm (15/8”)

20 135 - 185

51
(170 - 225)

Adjustable face fix brackets,
135mm -  185mm or 170mm - 225mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 51mm 
(2”) x 135 - 185mm (5¼” x 7¼”),]
long arm 20mm (¾”) x 51mm (2”) x 170 - 
225mm (6¾” x 86/8”)

20

130

Extension Top fix brackets
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 130mm 
(51/8”) long arm 20mm (¾”) x 165mm (6½”)

20

55

90 (110)
Pelmet brackets, 89mm or 127mm
Product specification
Colour: silver

Dimensions: 55mm (21/8”) x 20mm (¾”) x 
90mm 3 ½”) for 89mm (3½”) louvres. 
55mm (21/8”) x 20mm (¾”) x 110mm (42/8”) 
for 127mm (5”) louvres

20

51

75 (89) Side fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 20mm (¾”) x51mm (2”) x 75mm 
(3”) for 89mm (3½”) louvres. 
20mm (¾”) x 51mm (2”) x 89mm (3½”) for 
127mm (5”) louvres

25 32
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Top fix brackets, screw
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 25mm (1”) x 10mm (3/8”) x 
32mm (1¼”)

Ballast Weights, Moulded, Compact
89mm, 127mm
Product specification
Colour:  white, beige or black

Ballast Weights, Moulded, Plain
89mm, 127mm
Product specification
Colour:  white

Ballast Weights, Moulded, Standard
89mm, 127mm
Product specification
Colour:  white or beige

Louvre Ballast Weights

2 Brackets required for blinds up to 1 metre width,
1 further bracket required for every additional metre.

Dimensions: 20mm (¾”) x 51mm (2”) x 
75mm (3”) for 89mm (3½”) louvres 
20mm (¾”) x 51mm (2”) x 93mm ( 3½”) for 
127mm (5”) louvres

Shaped Blind Options

Bunching Options and Stacking Distances

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

Angled Top Angled Bottom

Shaped Stepped Bottom Edge

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

Curved Bottom

Louvre Inserts

Cord Weights

Available in Standard 80g, Teardrop 76g

Product specification
Colour: white or light grey

Cord Tidy

Double Cord & Chain Tidy

Product specification
Colour: white, brown or black

Single Slotted Hole, Plastic
50mm, 63mm, 89mm, 127mm: White
89mm, 127mm: Black

Double Slotted Hole, Plastic
89mm, 127mm

Product specification
Colour:  white

Slimline Vogue® Monocommand® wand

Alternative wand control - 
Child Safety Product
Product specification
Colour: white, grey, brown or black

Slimline Vogue® Monocommand®

Available in lengths: 
800mm, 1200mm or up to 2000mm

Product specification
Painted Aluminium
Colour: white, black, grey and brown.

Split Bunch

Centre Bunch

Bunching 89mm (31/2”) Louvres

Split

One way

Centre

127mm (5”) Louvres

225mm (8¾”) for 1st 
metre (3’3”) width of 
blind for each additional 
metre
225mm (8 ¾”) for 1st 
metre (3‘3”) width of 
blind. 175mm (7”) for 
each additional metre

165mm (6½”) for 1st 
metre (3‘3”) width of 
blind. 165mm (6½”) for 
each additional metre

190mm (7½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

135mm (5½”) for 1st 
metre (3‘3”) width of 
blind. 55mm (2¼”) for 
each additional metre

115mm (4½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

Stabilising Chain
with C Clip

Fabric 
Louvre 

Cord Weights

Headrail Section

Carrier Truck

End Caps

Chain

Cord/Chain 
Tidy

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight

Stabilising Chain
with C Clip

Fabric 
Louvre 

Channel Section

Carrier Truck

End Caps

Operating Wand

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight
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With Monocommand Wand Operation 

With Cord & Chain Operation

Slimline Vogue® Vertical Blind System
Exploded diagram:

38.5mm (1½”)
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Headrail profile:

Slimline Vogue® Components

Slimline Vogue® Headrail
Product specification
100% aluminium
Dimensions: 38.5mm (11/2”) x 28mm 
(11/8”)
Lengths: 5m (5.5 yard) maximum
Colour: white, brown, silver, gold or black

Tilt Rod
Product specification
Aluminium

Headrail Section

Slimline Vogue® End Caps
Product specification
Nylon
Dimensions: 38.5mm (19/16”) x 27.34mm 
(11/8”)
Colour: white, brown, grey or black

End Cap Sets

Available in nickel plated brass, stainless 
steel or plastic. The pitch of the operating 
chain is designed to provide a smooth and 
silent operation. Available in a variety of 
colours, each chain system has a variety 
of connector units to allow for child safe 
operation where required.

Product specification
Acetal ball - colour: white, brown or black
Zinc plated - colour: silver, gold or black
Stainless steel
Easy break chain connector for child safety

Chain

Spade Hook, self-aligning, 
89mm or 127mm 
For use with stainless steel spacer links 

Spade Hook, fixed gear, 89mm or 127mm
For use with stainless steel spacer links

Product specification
Truck Body: nylon, link: stainless steel
Dimensions: 24mm x 32mm x 12mm
Colour: white, brown, grey or black

Carrier Trucks

Product specification
Plastic
Sizes: 50mm, 63mm, 89mm, 127mm
Colour: white, black or beige

Stabilising Chain with C Clip

Bracket Options

51

20 75 (93)
Face fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

32

45 75 (93) Shallow frame face fix brackets,
89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black.

Dimensions: 45mm (1½”) x 32mm (1¼”) x 
75mm (3”) for 89mm (3½”) louvres
45mm (1½”) x 32mm (1¼”) x 93mm (3½”) 
for 127mm (5”) louvres

25 42
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Top fix brackets, spring
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black

Dimensions: 25mm (1”) x 10mm (3/8”) x 
42mm (15/8”)

20 135 - 185

51
(170 - 225)

Adjustable face fix brackets,
135mm -  185mm or 170mm - 225mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 51mm 
(2”) x 135 - 185mm (5¼” x 7¼”),]
long arm 20mm (¾”) x 51mm (2”) x 170 - 
225mm (6¾” x 86/8”)

20

130

Extension Top fix brackets
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 130mm 
(51/8”) long arm 20mm (¾”) x 165mm (6½”)

20

55

90 (110)
Pelmet brackets, 89mm or 127mm
Product specification
Colour: silver

Dimensions: 55mm (21/8”) x 20mm (¾”) x 
90mm 3 ½”) for 89mm (3½”) louvres. 
55mm (21/8”) x 20mm (¾”) x 110mm (42/8”) 
for 127mm (5”) louvres

20

51

75 (89) Side fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 20mm (¾”) x51mm (2”) x 75mm 
(3”) for 89mm (3½”) louvres. 
20mm (¾”) x 51mm (2”) x 89mm (3½”) for 
127mm (5”) louvres

25 32
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Top fix brackets, screw
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 25mm (1”) x 10mm (3/8”) x 
32mm (1¼”)

Ballast Weights, Moulded, Compact
89mm, 127mm
Product specification
Colour:  white, beige or black

Ballast Weights, Moulded, Plain
89mm, 127mm
Product specification
Colour:  white

Ballast Weights, Moulded, Standard
89mm, 127mm
Product specification
Colour:  white or beige

Louvre Ballast Weights

2 Brackets required for blinds up to 1 metre width,
1 further bracket required for every additional metre.

Dimensions: 20mm (¾”) x 51mm (2”) x 
75mm (3”) for 89mm (3½”) louvres 
20mm (¾”) x 51mm (2”) x 93mm ( 3½”) for 
127mm (5”) louvres

Shaped Blind Options

Bunching Options and Stacking Distances

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

Angled Top Angled Bottom

Shaped Stepped Bottom Edge

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

Curved Bottom

Louvre Inserts

Cord Weights

Available in Standard 80g, Teardrop 76g

Product specification
Colour: white or light grey

Cord Tidy

Double Cord & Chain Tidy

Product specification
Colour: white, brown or black

Single Slotted Hole, Plastic
50mm, 63mm, 89mm, 127mm: White
89mm, 127mm: Black

Double Slotted Hole, Plastic
89mm, 127mm

Product specification
Colour:  white

Slimline Vogue® Monocommand® wand

Alternative wand control - 
Child Safety Product
Product specification
Colour: white, grey, brown or black

Slimline Vogue® Monocommand®

Available in lengths: 
800mm, 1200mm or up to 2000mm

Product specification
Painted Aluminium
Colour: white, black, grey and brown.

Centre Bunch

Bunching 89mm (31/2”) Louvres

Split

One way

Centre

127mm (5”) Louvres

225mm (8¾”) for 1st 
metre (3’3”) width of 
blind for each additional 
metre
225mm (8 ¾”) for 1st 
metre (3‘3”) width of 
blind. 175mm (7”) for 
each additional metre

165mm (6½”) for 1st 
metre (3‘3”) width of 
blind. 165mm (6½”) for 
each additional metre

190mm (7½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

135mm (5½”) for 1st 
metre (3‘3”) width of 
blind. 55mm (2¼”) for 
each additional metre

115mm (4½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

Stabilising Chain
with C Clip

Fabric 
Louvre 

Cord Weights

Headrail Section

Carrier Truck

End Caps

Chain

Cord/Chain 
Tidy

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight

Stabilising Chain
with C Clip

Fabric 
Louvre 

Channel Section

Carrier Truck

End Caps

Operating Wand

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight
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With Cord & Chain Operation

Slimline Vogue® Vertical Blind System
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Headrail profile:

Slimline Vogue® Components

Slimline Vogue® Headrail
Product specification
100% aluminium
Dimensions: 38.5mm (11/2”) x 28mm 
(11/8”)
Lengths: 5m (5.5 yard) maximum
Colour: white, brown, silver, gold or black

Tilt Rod
Product specification
Aluminium

Headrail Section

Slimline Vogue® End Caps
Product specification
Nylon
Dimensions: 38.5mm (19/16”) x 27.34mm 
(11/8”)
Colour: white, brown, grey or black

End Cap Sets

Available in nickel plated brass, stainless 
steel or plastic. The pitch of the operating 
chain is designed to provide a smooth and 
silent operation. Available in a variety of 
colours, each chain system has a variety 
of connector units to allow for child safe 
operation where required.

Product specification
Acetal ball - colour: white, brown or black
Zinc plated - colour: silver, gold or black
Stainless steel
Easy break chain connector for child safety

Chain

Spade Hook, self-aligning, 
89mm or 127mm 
For use with stainless steel spacer links 

Spade Hook, fixed gear, 89mm or 127mm
For use with stainless steel spacer links

Product specification
Truck Body: nylon, link: stainless steel
Dimensions: 24mm x 32mm x 12mm
Colour: white, brown, grey or black

Carrier Trucks

Product specification
Plastic
Sizes: 50mm, 63mm, 89mm, 127mm
Colour: white, black or beige

Stabilising Chain with C Clip

Bracket Options

51

20 75 (93)
Face fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

32

45 75 (93) Shallow frame face fix brackets,
89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black.

Dimensions: 45mm (1½”) x 32mm (1¼”) x 
75mm (3”) for 89mm (3½”) louvres
45mm (1½”) x 32mm (1¼”) x 93mm (3½”) 
for 127mm (5”) louvres

25 42
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Top fix brackets, spring
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black

Dimensions: 25mm (1”) x 10mm (3/8”) x 
42mm (15/8”)

20 135 - 185

51
(170 - 225)

Adjustable face fix brackets,
135mm -  185mm or 170mm - 225mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 51mm 
(2”) x 135 - 185mm (5¼” x 7¼”),]
long arm 20mm (¾”) x 51mm (2”) x 170 - 
225mm (6¾” x 86/8”)

20

130

Extension Top fix brackets
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 130mm 
(51/8”) long arm 20mm (¾”) x 165mm (6½”)

20

55

90 (110)
Pelmet brackets, 89mm or 127mm
Product specification
Colour: silver

Dimensions: 55mm (21/8”) x 20mm (¾”) x 
90mm 3 ½”) for 89mm (3½”) louvres. 
55mm (21/8”) x 20mm (¾”) x 110mm (42/8”) 
for 127mm (5”) louvres

20

51

75 (89) Side fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 20mm (¾”) x51mm (2”) x 75mm 
(3”) for 89mm (3½”) louvres. 
20mm (¾”) x 51mm (2”) x 89mm (3½”) for 
127mm (5”) louvres

25 32
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Top fix brackets, screw
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 25mm (1”) x 10mm (3/8”) x 
32mm (1¼”)

Ballast Weights, Moulded, Compact
89mm, 127mm
Product specification
Colour:  white, beige or black

Ballast Weights, Moulded, Plain
89mm, 127mm
Product specification
Colour:  white

Ballast Weights, Moulded, Standard
89mm, 127mm
Product specification
Colour:  white or beige

Louvre Ballast Weights

2 Brackets required for blinds up to 1 metre width,
1 further bracket required for every additional metre.

Dimensions: 20mm (¾”) x 51mm (2”) x 
75mm (3”) for 89mm (3½”) louvres 
20mm (¾”) x 51mm (2”) x 93mm ( 3½”) for 
127mm (5”) louvres

Shaped Blind Options

Bunching Options and Stacking Distances

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

Angled Top Angled Bottom

Shaped Stepped Bottom Edge

One Way Bunch

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

Curved Bottom

Louvre Inserts

Cord Weights

Available in Standard 80g, Teardrop 76g

Product specification
Colour: white or light grey

Cord Tidy

Double Cord & Chain Tidy

Product specification
Colour: white, brown or black

Single Slotted Hole, Plastic
50mm, 63mm, 89mm, 127mm: White
89mm, 127mm: Black

Double Slotted Hole, Plastic
89mm, 127mm

Product specification
Colour:  white

Slimline Vogue® Monocommand® wand

Alternative wand control - 
Child Safety Product
Product specification
Colour: white, grey, brown or black

Slimline Vogue® Monocommand®

Available in lengths: 
800mm, 1200mm or up to 2000mm

Product specification
Painted Aluminium
Colour: white, black, grey and brown.

Bunching 89mm (31/2”) Louvres

Split

One way

Centre

127mm (5”) Louvres

225mm (8¾”) for 1st 
metre (3’3”) width of 
blind for each additional 
metre
225mm (8 ¾”) for 1st 
metre (3‘3”) width of 
blind. 175mm (7”) for 
each additional metre

165mm (6½”) for 1st 
metre (3‘3”) width of 
blind. 165mm (6½”) for 
each additional metre

190mm (7½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

135mm (5½”) for 1st 
metre (3‘3”) width of 
blind. 55mm (2¼”) for 
each additional metre

115mm (4½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

Stabilising Chain
with C Clip

Fabric 
Louvre 

Cord Weights

Headrail Section

Carrier Truck

End Caps

Chain

Cord/Chain 
Tidy

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight

Stabilising Chain
with C Clip

Fabric 
Louvre 

Channel Section

Carrier Truck

End Caps

Operating Wand

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight
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With Cord & Chain Operation

Slimline Vogue® Vertical Blind System
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Headrail profile:

Slimline Vogue® Components

Slimline Vogue® Headrail
Product specification
100% aluminium
Dimensions: 38.5mm (11/2”) x 28mm 
(11/8”)
Lengths: 5m (5.5 yard) maximum
Colour: white, brown, silver, gold or black

Tilt Rod
Product specification
Aluminium

Headrail Section

Slimline Vogue® End Caps
Product specification
Nylon
Dimensions: 38.5mm (19/16”) x 27.34mm 
(11/8”)
Colour: white, brown, grey or black

End Cap Sets

Available in nickel plated brass, stainless 
steel or plastic. The pitch of the operating 
chain is designed to provide a smooth and 
silent operation. Available in a variety of 
colours, each chain system has a variety 
of connector units to allow for child safe 
operation where required.

Product specification
Acetal ball - colour: white, brown or black
Zinc plated - colour: silver, gold or black
Stainless steel
Easy break chain connector for child safety

Chain

Spade Hook, self-aligning, 
89mm or 127mm 
For use with stainless steel spacer links 

Spade Hook, fixed gear, 89mm or 127mm
For use with stainless steel spacer links

Product specification
Truck Body: nylon, link: stainless steel
Dimensions: 24mm x 32mm x 12mm
Colour: white, brown, grey or black

Carrier Trucks

Product specification
Plastic
Sizes: 50mm, 63mm, 89mm, 127mm
Colour: white, black or beige

Stabilising Chain with C Clip

Bracket Options

51

20 75 (93)
Face fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

32

45 75 (93) Shallow frame face fix brackets,
89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black.

Dimensions: 45mm (1½”) x 32mm (1¼”) x 
75mm (3”) for 89mm (3½”) louvres
45mm (1½”) x 32mm (1¼”) x 93mm (3½”) 
for 127mm (5”) louvres

25 42
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Top fix brackets, spring
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black

Dimensions: 25mm (1”) x 10mm (3/8”) x 
42mm (15/8”)

20 135 - 185

51
(170 - 225)

Adjustable face fix brackets,
135mm -  185mm or 170mm - 225mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 51mm 
(2”) x 135 - 185mm (5¼” x 7¼”),]
long arm 20mm (¾”) x 51mm (2”) x 170 - 
225mm (6¾” x 86/8”)

20

130

Extension Top fix brackets
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 130mm 
(51/8”) long arm 20mm (¾”) x 165mm (6½”)

20

55

90 (110)
Pelmet brackets, 89mm or 127mm
Product specification
Colour: silver

Dimensions: 55mm (21/8”) x 20mm (¾”) x 
90mm 3 ½”) for 89mm (3½”) louvres. 
55mm (21/8”) x 20mm (¾”) x 110mm (42/8”) 
for 127mm (5”) louvres

20

51

75 (89) Side fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 20mm (¾”) x51mm (2”) x 75mm 
(3”) for 89mm (3½”) louvres. 
20mm (¾”) x 51mm (2”) x 89mm (3½”) for 
127mm (5”) louvres

25 32
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Top fix brackets, screw
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 25mm (1”) x 10mm (3/8”) x 
32mm (1¼”)

Ballast Weights, Moulded, Compact
89mm, 127mm
Product specification
Colour:  white, beige or black

Ballast Weights, Moulded, Plain
89mm, 127mm
Product specification
Colour:  white

Ballast Weights, Moulded, Standard
89mm, 127mm
Product specification
Colour:  white or beige

Louvre Ballast Weights

2 Brackets required for blinds up to 1 metre width,
1 further bracket required for every additional metre.

Dimensions: 20mm (¾”) x 51mm (2”) x 
75mm (3”) for 89mm (3½”) louvres 
20mm (¾”) x 51mm (2”) x 93mm ( 3½”) for 
127mm (5”) louvres

Shaped Blind Options

Bunching Options and Stacking Distances

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

Angled Top Angled Bottom

Shaped Stepped Bottom Edge

One Way Bunch

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

Curved Bottom

Louvre Inserts

Cord Weights

Available in Standard 80g, Teardrop 76g

Product specification
Colour: white or light grey

Cord Tidy

Double Cord & Chain Tidy

Product specification
Colour: white, brown or black

Single Slotted Hole, Plastic
50mm, 63mm, 89mm, 127mm: White
89mm, 127mm: Black

Double Slotted Hole, Plastic
89mm, 127mm

Product specification
Colour:  white

Slimline Vogue® Monocommand® wand

Alternative wand control - 
Child Safety Product
Product specification
Colour: white, grey, brown or black

Slimline Vogue® Monocommand®

Available in lengths: 
800mm, 1200mm or up to 2000mm

Product specification
Painted Aluminium
Colour: white, black, grey and brown.

Split Bunch

Centre Bunch

Bunching 89mm (31/2”) Louvres

Split

One way

Centre

127mm (5”) Louvres

225mm (8¾”) for 1st 
metre (3’3”) width of 
blind for each additional 
metre
225mm (8 ¾”) for 1st 
metre (3‘3”) width of 
blind. 175mm (7”) for 
each additional metre

165mm (6½”) for 1st 
metre (3‘3”) width of 
blind. 165mm (6½”) for 
each additional metre

190mm (7½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

135mm (5½”) for 1st 
metre (3‘3”) width of 
blind. 55mm (2¼”) for 
each additional metre

115mm (4½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

Stabilising Chain
with C Clip

Fabric 
Louvre 

Cord Weights

Headrail Section

Carrier Truck

End Caps

Chain

Cord/Chain 
Tidy

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight

Stabilising Chain
with C Clip

Fabric 
Louvre 

Channel Section

Carrier Truck

End Caps

Operating Wand

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight
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With Monocommand Wand Operation 

With Cord & Chain Operation

Slimline Vogue® Vertical Blind System
Exploded diagram:

38.5mm (1½”)

28
m

m
 (1

1 /
8 ”

)

Headrail profile:

Control light  Save energy  Preserve view www.astraluxsystems.com

Angled Top Angled Bottom

Shaped Shaped Bottom Edge

Arched Top & Bottom Curved Top

BUNCHING OPTIONS

Single Stack Centre Stack

Arched Top

Split Draw

N10 SPECIFICATION

Vertical louvre blinds to be Astralux 1000 System with extruded 
aluminium headrail finished in white as standard.
Operation of louvres by mono command wand* / motorised* / mono 
command chain* / cord and chain* / crank*. Fabric to be.............+ 
chosen from the Astralux range, colour to be .........+
Supplied and installed by an approved Astralux distributor.
*Delete as applicable +Insert as applicable

MAXIMUM BLIND SIZES

Max 5m

Max 4m

DESCRIPTION 
The Astralux 1000 vertical blind system is available 
with 89mm for 127mm wide louvres in an extensive 
range of fabrics and colours including:

• Anti-microbial
• Black-out
• Dim-out
• Glare control

• Energy saving
• Head reflective
• Metallised
• Screen

CONTROL OPTIONS

• Wand operation where a wand is fixed to the
leading louvre and is used to traverse as we as 
tilt the louvres.

• Mono command option where one continuous 
chain traverses and tilts the louvres. Child 
safety devices available.

• Cord and chain where a continuous cord on the 
side of the blind traverses  louvres and a 
continuous chain tilts the louvres. Child safety 
devices available.

• Fixed crank option which provides ease of
operastion from one side of the blind with a 
built in slip clutch which offers continuous 
movement of louvres (tilt and traverse).

• Motorised with low voltage and 240v systems 
for tilt only or full operation. inherently child 
safe.



Slimline Vogue® Components

Slimline Vogue® Headrail
Product specification
100% aluminium
Dimensions: 38.5mm (11/2”) x 28mm 
(11/8”)
Lengths: 5m (5.5 yard) maximum
Colour: white, brown, silver, gold or black

Tilt Rod
Product specification
Aluminium

Headrail Section

Slimline Vogue® End Caps
Product specification
Nylon
Dimensions: 38.5mm (19/16”) x 27.34mm 
(11/8”)
Colour: white, brown, grey or black

End Cap Sets

Available in nickel plated brass, stainless 
steel or plastic. The pitch of the operating 
chain is designed to provide a smooth and 
silent operation. Available in a variety of 
colours, each chain system has a variety 
of connector units to allow for child safe 
operation where required.

Product specification
Acetal ball - colour: white, brown or black
Zinc plated - colour: silver, gold or black
Stainless steel
Easy break chain connector for child safety

Chain

Spade Hook, self-aligning, 
89mm or 127mm 
For use with stainless steel spacer links 

Spade Hook, fixed gear, 89mm or 127mm
For use with stainless steel spacer links

Product specification
Truck Body: nylon, link: stainless steel
Dimensions: 24mm x 32mm x 12mm
Colour: white, brown, grey or black

Carrier Trucks

Product specification
Plastic
Sizes: 50mm, 63mm, 89mm, 127mm
Colour: white, black or beige

Stabilising Chain with C Clip

Bracket Options

51

20 75 (93)
Face fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

32

45 75 (93) Shallow frame face fix brackets,
89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black.

Dimensions: 45mm (1½”) x 32mm (1¼”) x 
75mm (3”) for 89mm (3½”) louvres
45mm (1½”) x 32mm (1¼”) x 93mm (3½”) 
for 127mm (5”) louvres

25 42

10

Top fix brackets, spring
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black

Dimensions: 25mm (1”) x 10mm (3/8”) x 
42mm (15/8”)

20 135 - 185

51
(170 - 225)

Adjustable face fix brackets,
135mm -  185mm or 170mm - 225mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 51mm 
(2”) x 135 - 185mm (5¼” x 7¼”),]
long arm 20mm (¾”) x 51mm (2”) x 170 - 
225mm (6¾” x 86/8”)

20

130

Extension Top fix brackets
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 130mm 
(51/8”) long arm 20mm (¾”) x 165mm (6½”)

20

55

90 (110)
Pelmet brackets, 89mm or 127mm
Product specification
Colour: silver

Dimensions: 55mm (21/8”) x 20mm (¾”) x 
90mm 3 ½”) for 89mm (3½”) louvres. 
55mm (21/8”) x 20mm (¾”) x 110mm (42/8”) 
for 127mm (5”) louvres

20

51

75 (89) Side fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 20mm (¾”) x51mm (2”) x 75mm 
(3”) for 89mm (3½”) louvres. 
20mm (¾”) x 51mm (2”) x 89mm (3½”) for 
127mm (5”) louvres

25 32

10

Top fix brackets, screw
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 25mm (1”) x 10mm (3/8”) x 
32mm (1¼”)

Ballast Weights, Moulded, Compact
89mm, 127mm
Product specification
Colour:  white, beige or black

Ballast Weights, Moulded, Plain
89mm, 127mm
Product specification
Colour:  white

Ballast Weights, Moulded, Standard
89mm, 127mm
Product specification
Colour:  white or beige

Louvre Ballast Weights

2 Brackets required for blinds up to 1 metre width,
1 further bracket required for every additional metre.

Dimensions: 20mm (¾”) x 51mm (2”) x 
75mm (3”) for 89mm (3½”) louvres 
20mm (¾”) x 51mm (2”) x 93mm ( 3½”) for 
127mm (5”) louvres

Shaped Blind Options

Bunching Options and Stacking Distances

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

Angled Top Angled Bottom

Shaped Stepped Bottom Edge

One Way Bunch

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

Curved Bottom

Louvre Inserts

Cord Weights

Available in Standard 80g, Teardrop 76g

Product specification
Colour: white or light grey

Cord Tidy

Double Cord & Chain Tidy

Product specification
Colour: white, brown or black

Single Slotted Hole, Plastic
50mm, 63mm, 89mm, 127mm: White
89mm, 127mm: Black

Double Slotted Hole, Plastic
89mm, 127mm

Product specification
Colour:  white

Slimline Vogue® Monocommand® wand

Alternative wand control - 
Child Safety Product
Product specification
Colour: white, grey, brown or black

Slimline Vogue® Monocommand®

Available in lengths: 
800mm, 1200mm or up to 2000mm

Product specification
Painted Aluminium
Colour: white, black, grey and brown.

Split Bunch

Centre Bunch

Bunching 89mm (31/2”) Louvres

Split

One way

Centre

127mm (5”) Louvres

225mm (8¾”) for 1st 
metre (3’3”) width of 
blind for each additional 
metre
225mm (8 ¾”) for 1st 
metre (3‘3”) width of 
blind. 175mm (7”) for 
each additional metre

165mm (6½”) for 1st 
metre (3‘3”) width of 
blind. 165mm (6½”) for 
each additional metre

190mm (7½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

135mm (5½”) for 1st 
metre (3‘3”) width of 
blind. 55mm (2¼”) for 
each additional metre

115mm (4½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

Stabilising Chain
with C Clip

Fabric 
Louvre 

Headrail Section

Carrier Truck

End Caps

Chain

Cord/Chain 
Tidy

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight

With Cord & Chain Operation

Slimline Vogue® Vertical Blind System
Exploded diagram:

38.5mm (1½”)

28
m

m
 (1

1 /
8 ”

)

Headrail profile:

Astralux 1000
vertical blind system

Wand Operation

Slimline Vogue® Components

Slimline Vogue® Headrail
Product specification
100% aluminium
Dimensions: 38.5mm (11/2”) x 28mm 
(11/8”)
Lengths: 5m (5.5 yard) maximum
Colour: white, brown, silver, gold or black

Tilt Rod
Product specification
Aluminium

Headrail Section

Slimline Vogue® End Caps
Product specification
Nylon
Dimensions: 38.5mm (19/16”) x 27.34mm 
(11/8”)
Colour: white, brown, grey or black

End Cap Sets

Available in nickel plated brass, stainless 
steel or plastic. The pitch of the operating 
chain is designed to provide a smooth and 
silent operation. Available in a variety of 
colours, each chain system has a variety 
of connector units to allow for child safe 
operation where required.

Product specification
Acetal ball - colour: white, brown or black
Zinc plated - colour: silver, gold or black
Stainless steel
Easy break chain connector for child safety

Chain

Spade Hook, self-aligning, 
89mm or 127mm 
For use with stainless steel spacer links 

Spade Hook, fixed gear, 89mm or 127mm
For use with stainless steel spacer links

Product specification
Truck Body: nylon, link: stainless steel
Dimensions: 24mm x 32mm x 12mm
Colour: white, brown, grey or black

Carrier Trucks

Product specification
Plastic
Sizes: 50mm, 63mm, 89mm, 127mm
Colour: white, black or beige

Stabilising Chain with C Clip

Bracket Options

51

20 75 (93)
Face fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

32

45 75 (93) Shallow frame face fix brackets,
89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black.

Dimensions: 45mm (1½”) x 32mm (1¼”) x 
75mm (3”) for 89mm (3½”) louvres
45mm (1½”) x 32mm (1¼”) x 93mm (3½”) 
for 127mm (5”) louvres

25 42

10

Top fix brackets, spring
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown, silver or black

Dimensions: 25mm (1”) x 10mm (3/8”) x 
42mm (15/8”)

20 135 - 185

51
(170 - 225)

Adjustable face fix brackets,
135mm -  185mm or 170mm - 225mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 51mm 
(2”) x 135 - 185mm (5¼” x 7¼”),]
long arm 20mm (¾”) x 51mm (2”) x 170 - 
225mm (6¾” x 86/8”)

20

130

Extension Top fix brackets
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: short arm 20mm (¾”) x 130mm 
(51/8”) long arm 20mm (¾”) x 165mm (6½”)

20

55

90 (110)
Pelmet brackets, 89mm or 127mm
Product specification
Colour: silver

Dimensions: 55mm (21/8”) x 20mm (¾”) x 
90mm 3 ½”) for 89mm (3½”) louvres. 
55mm (21/8”) x 20mm (¾”) x 110mm (42/8”) 
for 127mm (5”) louvres

20

51

75 (89) Side fix brackets, 89mm or 127mm
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 20mm (¾”) x51mm (2”) x 75mm 
(3”) for 89mm (3½”) louvres. 
20mm (¾”) x 51mm (2”) x 89mm (3½”) for 
127mm (5”) louvres

25 32

10

Top fix brackets, screw
Product specification
Mild steel, zinc plated and powder coated 
Colour: white, brown or silver

Dimensions: 25mm (1”) x 10mm (3/8”) x 
32mm (1¼”)

Ballast Weights, Moulded, Compact
89mm, 127mm
Product specification
Colour:  white, beige or black

Ballast Weights, Moulded, Plain
89mm, 127mm
Product specification
Colour:  white

Ballast Weights, Moulded, Standard
89mm, 127mm
Product specification
Colour:  white or beige

Louvre Ballast Weights

2 Brackets required for blinds up to 1 metre width,
1 further bracket required for every additional metre.

Dimensions: 20mm (¾”) x 51mm (2”) x 
75mm (3”) for 89mm (3½”) louvres 
20mm (¾”) x 51mm (2”) x 93mm ( 3½”) for 
127mm (5”) louvres

Shaped Blind Options

Bunching Options and Stacking Distances

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

ONE WAY BUNCH SPLIT BUNCH

CENTRE BUNCH TWO BLINDS ON ONE TRACK

Angled Top Angled Bottom

Shaped Stepped Bottom Edge

One Way Bunch

ANGLED TOP ANGLED BOTTOM

SHAPED STEPPED BOTTOM EDGE

TOP AND BOTTOM TRACKS (minimum drop of 500mm) Multiple connected tracks

Curved Bottom

Louvre Inserts

Cord Weights

Available in Standard 80g, Teardrop 76g

Product specification
Colour: white or light grey

Cord Tidy

Double Cord & Chain Tidy

Product specification
Colour: white, brown or black

Single Slotted Hole, Plastic
50mm, 63mm, 89mm, 127mm: White
89mm, 127mm: Black

Double Slotted Hole, Plastic
89mm, 127mm

Product specification
Colour:  white

Slimline Vogue® Monocommand® wand

Alternative wand control - 
Child Safety Product
Product specification
Colour: white, grey, brown or black

Slimline Vogue® Monocommand®

Available in lengths: 
800mm, 1200mm or up to 2000mm

Product specification
Painted Aluminium
Colour: white, black, grey and brown.

Split Bunch

Centre Bunch

Bunching 89mm (31/2”) Louvres

Split

One way

Centre

127mm (5”) Louvres

225mm (8¾”) for 1st 
metre (3’3”) width of 
blind for each additional 
metre
225mm (8 ¾”) for 1st 
metre (3‘3”) width of 
blind. 175mm (7”) for 
each additional metre

165mm (6½”) for 1st 
metre (3‘3”) width of 
blind. 165mm (6½”) for 
each additional metre

190mm (7½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre

135mm (5½”) for 1st 
metre (3‘3”) width of 
blind. 55mm (2¼”) for 
each additional metre

115mm (4½”) for 1st 
metre (3‘3”) width of 
blind. 115mm (4½”) for 
each additional metre Stabilising Chain

with C Clip

Fabric 
Louvre 

Channel Section

Carrier Truck

End Caps

Operating Wand

Face Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix (screw)
Bracket Options

Ballast Weight
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Slimline Vogue® Vertical Blind System
Exploded diagram:

Cord and Chain Operation  
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Stabilising Chain

with C Clip

Fabric  
Louvre 

Channel 
Section

Carrier 
Truck

End 
Caps

Operating 
Wand

Face 
Fix

Shallow Frame 
Face Fix

Top Fix 
(spring)

Top Fix 
(screw)

Bracket Options

Ballast 
Weight

Stabilising Chain
with C Clip

Fabric  
Louvre 

Cord Weights

Headrail 
Section

Carrier 
Truck

End 
Caps

Chain

Cord/
Chain Tidy

Face 
Fix

Shallow Frame 
Face Fix

Top Fix (spring)

Top Fix 
(screw)

Bracket Options

Ballast 
Weight

Sealed Bottom  Pockets Bottom Link Chain



Astralux 1000
vertical blind system

BRACKET DIMENSIONS

Astralux	has	a	policy	of	continuous	improvement	and	therefore	reserve	the	right	to	amend	ranges	and	specifications	without	notice.	Your	Astralux	dealer	will	be	pleased	to	assist	you.
Whilst we have taken care over the production of this information Astralux and its dealers cannot be held responsible for any errors or omissions.

©	Astralux,	2015
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FACE FIX BRACKETS

SHALLOW FRAME 
FACE FIX BRACKETS

TOP FIX BRACKETS 
(SPRING)

ADJUSTABLE FACE 
FIX BRACKETS

EXTENSION TOP 
FIX BRACKETS

SIDE FIX BRACKETS

PELMET BRACKETS

89
89

210

20

50 53
72

146

51

75 (89)

7
3

89 
55

90 (110)

75

128

89

3611

89

72

19

50

89

89
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